
+  high pressure and volume output.
+  protection class  IP55 and insulation class F.
+  air performance  tested to AMCA standard
+  easy cleaning and maintenance.
+  easy installation
+  backward curve impeller made from aluminium.
+ low noise with acoustic panels.
+  right angle outlet throw direction.

outlet right, view from motor (RD90) as standard. 
+ outlet left, view from motor (LG90) on request only.
+ suitable for kitchen exhaust system

Technical Data: Technical Data:

   Static Pressure (Pa)    Static Pressure (Pa)

Centrifugal Box Fans ( backward curved )
Size:  355  and 400  

100

200

300

400

100

200

300

400

Type: Type: 

Sound levels: Sound levels:

250 1K 2K 4K 8K 250 1K 2K 4K 8K
Casing 57 52 52 39 35 35 Casing 58 53 53 40 36 36

inlet 76 64 70 71 66 56 inlet 77 65 71 72 67 57
Outlet 77 65 71 71 67 58 Outlet 78 67 73 71 66 58

Dimensions: 
 (all dimensions in mm)

580

410

360

355 400

585

670

530

530

410

365

315

Size

A (length)

B (sq)

C (sq)

D (diam)

E (diam)

(mm)

50 72 54 73

Airflow (cmh) Airflow (cmh)

51 49 52 50
49 71 52 72

LW A-weighted at 
V=0.5*Vmax

Frequency (Hz) LW A-weighted at 
V=0.5*Vmax

Frequency (Hz)
125 500 125 500

W. diag -

tR 60 0C Weight 38 kg tR 60 0C Weight 54 kg

C( uF 400V) - uF W. diag - C( uF 400V) - uF

3.2

n (min-1) 1500 Class/ IP F/ IP55 n (min-1) 1500 Class/ IP F/ IP55

0.55 kW ∆ I -

IN 3.2 A IA / 1N 2.7 IN 4.2 A IA / 1N

- Pa U 230V (50Hz) ∆pfa min - Pa

P1 0.37 kW ∆ I - P1

CENT BOX  355-4EW Art. No. N52-35590 CENT BOX 400-4EW Art. No. N51-40090

U 230V (50Hz) ∆pfa min

0
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0

0 1,000 2,000 3,000 4,000 5,000
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+  high pressure and volume output.
+  protection class  IP55 and insulation class F.
+  air performance  tested to AMCA standard
+  easy cleaning and maintenance.
+  easy installation
+  backward curve impeller made from aluminium.
+ low noise with acoustic panels.
+  right angle outlet throw direction.

outlet right, view from motor (RD90) as standard. 
+ outlet left, view from motor (LG90) on request only.
+ suitable for kitchen exhaust system

Technical Data:

   Static Pressure (Pa)

Centrifugal Box Fans ( backward curved )
Size:  450   

100

200

300

400

500

600

Type: 

Sound levels:

250 1K 2K 4K 8K
Casing 61 56 56 43 39 39

inlet 80 69 74 75 70 60
Outlet 81 71 76 75 69 61

Dimensions: 
 (all dimensions in mm)

U

Airflow (cmh)

 CENT BOX 450-4EW Art. No. N63-45090

∆pfa min - Pa

P1 1.1 kW ∆ I -

230V (50Hz)

IN 7.8 IA / 1N 3.6

n (min-1) 1500 Class/ IP F/ IP55

C( uF 400V) - uF W. diag -

tR 60 0C Weight 63 kg

LW A-weighted at 
V=0.5*Vmax

Frequency (Hz)
125 500
55 53
55 75
57 76

Size 450

(mm)

A (length) 630

B (sq) 670

C (sq) 580

D (diam) 460

E (diam) 410

0

0 1,000 2,000 3,000 4,000 5,000 6,000 7,000
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+  high pressure and volume output.
+  protection class  IP55 and insulation class F.
+  air performance  tested to AMCA standard
+  easy cleaning and maintenance.
+  easy installation
+  backward curve impeller made from aluminium.
+ low noise with acoustic panels.
+  right angle outlet throw direction.

outlet right, view from motor (RD90) as standard. 
+ outlet left, view from motor (LG90) on request only.
+ suitable for kitchen exhaust system

Technical Data: Technical Data:

   Static Pressure (Pa)    Static Pressure (Pa)

Centrifugal Box Fans ( backward curved )
Size:  355  and 400  

100

200

300

400

100

200

300

400

Type: Type: 

Sound levels: Sound levels:

250 1K 2K 4K 8K 250 1K 2K 4K 8K
Casing 57 52 52 39 35 35 Casing 58 53 53 40 36 36

inlet 76 64 70 71 66 56 inlet 77 65 71 72 67 57
Outlet 77 65 71 71 67 58 Outlet 78 67 73 71 66 58

Dimensions: 
 (all dimensions in mm)

Airflow (cmh) Airflow (cmh)

CENT BOX 355-4DW Art. No. N62-35590 CENT BOX 400-4DW Art. No. N62-40090

U 415V (50Hz) ∆pfa min - Pa U 415V (50Hz) ∆pfa min - Pa

P1 0.37 kW ∆ I - % P1 0.55 kW ∆ I - %

IN 1.03 IA / 1N 5.0 IN 1.46 IA / 1N 5.5

n (min-1) 1450 Class/ IP F/ IP55 n (min-1) 1450 Class/ IP F/ IP55

C( uF 400V) - uF W. diag - C( uF 400V) - uF W. diag -

tR 60 0C Weight 36 kg tR 60 0C Weight 55 kg

LW A-weighted at 
V=0.5*Vmax

Frequency (Hz) LW A-weighted at 
V=0.5*Vmax

Frequency (Hz)
125 500 125 500
51 49 52 50
49 71 52 72
50 72 54 73

Size 355 400

(mm)

A (length) 530 585

B (sq) 530 670

C (sq) 410 580

D (diam) 348 382

E (diam) 365 404

0

0 1,000 2,000 3,000

0

0 1,000 2,000 3,000 4,000 5,000
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+  high pressure and volume output.
+  protection class  IP55 and insulation class F.
+  air performance  tested to AMCA standard
+  easy cleaning and maintenance.
+  easy installation
+  backward curve impeller made from aluminium.
+ low noise with acoustic panels.
+  right angle outlet throw direction.

outlet right, view from motor (RD90) as standard. 
+ outlet left, view from motor (LG90) on request only.
+ suitable for kitchen exhaust system

Technical Data: Technical Data:

   Static Pressure (Pa)    Static Pressure (Pa)

Centrifugal Box Fans ( backward curved )
Size:  450  and 500  

100

200

300

400

500

600

200

400

600

800

Type: Type: 

Sound levels: Sound levels:

250 1K 2K 4K 8K 250 1K 2K 4K 8K
Casing 61 56 56 43 39 39 Casing 63 58 58 45 41 41

inlet 80 69 74 75 70 60 inlet 82 72 76 77 72 62
Outlet 81 71 76 75 69 61 Outlet 83 74 79 76 71 62

Dimensions: 
 (all dimensions in mm)

Airflow (cmh) Airflow (cmh)

 CENT BOX 450-4DW Art. No. N63-45090  CENT BOX 500-4DW Art. No. N61-50090

U 415V (50Hz) ∆pfa min - Pa U 415V (50Hz) ∆pfa min - Pa

P1 1.1 kW ∆ I - P1 2.2 kW ∆ I -

IN 2.58 IA / 1N 5.8 IN 4.66 IA / 1N 6.4

n (min-1) 1450 Class/ IP F/ IP55 n (min-1) 1450 Class/ IP F/ IP55

C( uF 400V) - uF W. diag - C( uF 400V) - uF W. diag -

tR 60 0C Weight 63 kg tR 60 0C Weight 95 kg

LW A-weighted at 
V=0.5*Vmax

Frequency (Hz) LW A-weighted at 
V=0.5*Vmax

Frequency (Hz)
125 500 125 500
55 53 57 55
55 75 58 77
57 76 60 77

Size 450 500

(mm)

A (length) 630 650

B (sq) 670 800

C (sq) 580 710

D (diam) 464 518

E (diam) 454 504

0

0 1,000 2,000 3,000 4,000 5,000 6,000 7,000

0

0 2,000 4,000 6,000 8,000 10,000
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+  high pressure and volume output.
+  protection class  IP55 and insulation class F.
+  air performance  tested to AMCA standard
+  easy cleaning and maintenance.
+  easy installation
+  backward curve impeller made from aluminium.
+ low noise with acoustic panels.
+  right angle outlet throw direction.

outlet right, view from motor (RD90) as standard. 
+ outlet left, view from motor (LG90) on request only.
+ suitable for kitchen exhaust system

Technical Data: Technical Data:

   Static Pressure (Pa)    Static Pressure (Pa)

Centrifugal Box Fans ( backward curved )
Size:  560  and 630  

200

400

600

800

200

400

600

800

1000

1200

Type: Type: 

Sound levels: Sound levels:

250 1K 2K 4K 8K 250 1K 2K 4K 8K
Casing 66 61 61 48 44 44 Casing 71 66 66 53 49 49

inlet 85 74 79 80 75 65 inlet 90 80 84 85 80 70
Outlet 86 76 82 79 74 65 Outlet 91 82 86 85 80 70

Dimensions: 
 (all dimensions in mm)

Airflow (cmh) Airflow (cmh)

CENT BOX 560-4DW Art. No. N61-56090  CENT BOX 630-4DW Art. No. N61-63090

U 415V (50Hz) ∆pfa min - Pa U 415V (50Hz) ∆pfa min - Pa

P1 3 kW ∆ I - P1 5.5 kW ∆ I -

IN 6.06 IA / 1N 7.4 IN 11.0 A IA / 1N 6.9

n (min-1) 1450 Class/ IP F/ IP55 n (min-1) 1450 Class/ IP F/ IP55

C( uF 400V) - uF W. diag - C( uF 400V) - uF W. diag -

tR 60 0C Weight 105 kg tR 60 0C Weight 115 kg

LW A-weighted at 
V=0.5*Vmax

Frequency (Hz) LW A-weighted at 
V=0.5*Vmax

Frequency (Hz)
125 500 125 500
60 58 65 63
61 80 70 85
63 80 72 83

Size 560 630

(mm)

A (length) 730 800

B (sq) 800 800

C (sq) 710 710

D (diam) 565 710

E (diam) 570 640

0

0 4,000 8,000 12,000

0

0 4,000 8,000 12,000 16,000 20,000

07/11


	CENT-BOX-4EW.pdf
	CENT-BOX-355-400-4EW.pdf
	CENT-BOX-450-4EW

	CENT-BOX-4DW
	CENT-BOX-355-400-4DW.pdf
	CENT-BOX-450-500-4DW
	CENT-BOX-560-630-4DW


